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A02 A09/A03
Mill's identification Sizes in mm
AI’C6|OI’N\IT’[O| . CDC: According to
MT Hot dip galv. Coil Length Width Thickness specifications
ARCELORMITTAL FRANCE MONTATAIRE BL :Asrolled
ROUTE DE SAINT LEU B09 B10 B11 D : Stress relieving
BP 109 F-60761 MONTATAIRE 1500.00 300 R :Annealed
A01 A04 BO3 ' ’
Inspection organism Customer and/or consignee Customer's Order Nbr Mill's Order Nbr Grade and technical specifications Delivery condition
HTM YHTIOT OY Quality : DX51D+Z EN10346:2015 Standard : EN10346:2015 cbc
THLITEHTAANTIE 23 ) 13841/007 GDO2HTHOO3 000007 Coating Mass Chemical treatment Spangle Appearence Protection B04
gﬁ;ﬁ:}l'éJRelE 12310 RYTTYLAE Finland Face 1 Zinc 275,00 GM2 E Passivation M ninized spang A W THOUT PROTECT [Treatment of test samples
Face 2 E Passi vation A W THOUT PROTECT cbe
A05 A06 AO07 AO8 |Article reference : DX51D+Z B01/B02 BO5
Minimum 270 | 22
Maximum 500 0,1800( 1,2000 0,1200] 0,0450]0,5000 0,3000
Longitudinal ) . : ]
1(;:2:\‘;1:5? I;izi;’et;? Roughness (3) Chemical analysisin % ( product analysis ) Coating (4)
Product Heat p| Net
identification number Weight| Ys | Ts [EL%] YS [ TS |EL% Ra |Peaks c | mn P s Si Al Ti
K []
1) 9 @ MPA @ Hm Edge | Center| Edge | Aver. | Edge |Center | Edge | Aver. | Aver.
BO7 €00 coy ci1|ci2 | c13| c11 [c12 |c13 c71 cr2 c73 c74 c75 | c76 cr7
5136500 DK20029536 | D| 8029 369| 34 0,0443| 0,1807] 0,0155] 0,0190( 0,0077 0,0434] 0,0005|
5136501 DK20029536 | D| 7790 369| 34 0,0443| 0,1807| 0,0155] 0,0190] 0,0077| 0,0434] 0,0005|
(€3] @) (©) ) (©) We hereby certify that the above cited shipment was produced according to the technical specifications Date 02/07/20 o
Location of the contract and that, with inspection and tests completed, it meets those specifications as well as all @ ,,’I\Q
D Head % tg = gosrg\r/nﬁ norms and standards referred to in the contract. 201| Receiving Agent ;} Loy -
’,\:Af%i?dle 3: JIS 25x50 Inspection of markings, surface, sizes : satisfactory. Do1| S.ABISSET s
’ co1l C10 Bend test results are satisfactory. C50 184 Z02/203




